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ADDENDUM #1 
 
 
Date: 12 May 2008 
 
To: Interested Parties 
 
From: Jim Russell, Project Manager 
 
Reference: Department of Alcoholic Beverage Control 
  Taylorsville Liquor Store Remodel & Addition 
  DFCM Project No. 06306030 
 
Subject: Addendum No. 1 
 
Pages Addendum       1    page 
 Architectural Specs & Drawings   14 pages   
 Total      15 pages 
 
Note: This Addendum shall be included as part of the Contract Documents.  Items in this 
Addendum apply to all drawings and specification sections whether referenced or not involving 
the portion of the work added, deleted, modified, or otherwise addressed in the Addendum. 
 
While we contend that SB220 should only be potentially applicable to a contract issued after the 
effective date of said bill, this is to clarify that for purposes of this contract, regardless of the 
execution or effective dates of this contract, the status of Utah Law and remedies available to the 
State of Utah and DFCM,  as it relates to any matter referred to or affected by said SB220, shall be 
the Utah law in effect at the time of the issuance of this Addendum. 
   
 
1.1 SCHEDULE CHANGES – There are no changes to the Project Schedule.   
 
1.2 GENERAL ITEMS – See attached architectural specifications and drawings. 
 Issued Monday, May 12, 2008.  Frank N. Murdock Jr. Architect & Associates 

Addendum consists of seven (7) 8 ½” x 11” sheets, seven (7) 30” x 42” revised 
drawings (G001r, AS102r, A101r, A104r, S201 and P2.1r). 

  
  
 

End of Addendum #1 



Department of Alcoholic Beverage Control
Taylorsville Liquor Store Remodel & Addition
Addendum A01

Addendum No. A01

Issued Monday, May 12, 2008

PROJECT
Department of Alcoholic Beverage Control
Taylorsville Liquor Store Remodel & Addition - DFCM Project No. 06306030

ARCHITECT
Frank N. Murdock Jr. Architect & Associates
975 East 100 South
Salt Lake City, Utah 84102
(801) 532-4441

The original Contract Documents issued for the above noted projects are amended as noted in
this Addendum.  It shall be the sole responsibility of the bidder to appropriately disseminate this
data to all concerned, prior to the assigned bid time and date.

Receipt of this Addendum shall be acknowledged by inserting its number and date in the
appropriate space provided on the bid form.  This Addendum consists of seven (7) 8 1 / 2" x 11"
sheets, seven (7) 30" x 42" revised drawings (G001r, AS101r, AS102r, A101r, A104r, S201 and
P2.1r).

DRAWINGS:

a. SHEET G001: Replace Sheet G001 with Sheet G001r.  Correct project address is
noted on revised sheet.

b. SHEET AS101: Replace Sheet AS101 with Sheet AS101r.  Key Note D deleted,
Key Note G revised, Site Plan modified to show concrete paving in new parking
area in lieu of asphalt paving, scales on title blocks revised.

C. SHEET AS102: Replace Sheet AS102 with Sheet AS102r.  Roof drains tied to
sumps, invert elevations noted and scales on title blocks revised.

c. SHEET A101: Replace Sheet A101 with Sheet A101r.  Demolition Note 7 revised,
wainscot on masonry walls in dock area removed on Enlarged Plan 2/A101r.

d. SHEET A104: Replace Sheet A104 with Sheet A104r.  Detail 21/A104 revised to
reference rubber base on the storage side of the base.  Detail 22/A104 revised to
require four (4) display cases to be provided on this project.  Details 13/A104,
24/A104 and 25 A/104 revised to show carpet tiles in lieu of VCT as the floor
covering in the office and carpet in lieu of VCT on the stairs to the office.

e. SHEET P2.1r: Replace Sheet P2.1 with Sheet P2.1r.  Locations of existing roof
drains revised and related plumbing lines revised.

f. SHEET S201: Revised to include Details D-2, E-3, E-4, E-5 and E-6, which detail



the new office platform.  Provide “X” brace at three (3) locations.

g. See attached Water Details Sheet TBID-1 as provided by Taylorsville-Bennion
Improvement District.

CLARIFICATIONS & REQUIREMENTS:

1. Contractor shall remove and seal existing scuppers on the existing roof to provide proper
tie-in with new roofing system.  Provide new primary and secondary roof drains in
accordance with mechanical drawings.  

SPECIFICATIONS:

1. Specification Section 09680-Carpet is added.  Also add this section to the table of
contents under “DIVISION 9 - FINISHES” and the index page “DIVISION 9 - FINISHES”.

2. Specification Section 11160 - change Paragraph 2.2., A. to read, “Type: Double Tier
lockers, 15" wide by 15" deep, with sloped hoods and “Z” type metal base.

END OF DOCUMENT
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TALORSVILLE BENNION IMPROVEMENT DISTRICTWATER DETAILSTBID-1



DEPARTMENT OF ALCOHOLIC BEVERAGE CONTROL 
TAYLORSVILLE LIQUOR STORE 
 

 
  
 
CARPET  09680 - 4 

D. By beginning Work, Contractor accepts conditions and assumes responsibility for correcting unsuitable 
conditions encountered at no additional cost to the owner.  

 
 
3.2 PREPARATION 
 

A. Prepare substrate for product installation in accordance with manufacturer's published instructions. 
 
 B. Remove subfloor ridges, bumps, and other irregularities.  Fill cracks, contraction joints, holes, and 

depressions with subfloor filler as recommended by manufacturer to achieve smooth, flat hard surface. 
 
 C. Remove old adhesive, paint, oils, waxes, sealers and curing compounds not compatible with adhesive to 

be used.  Avoid organic solvents. 
 
 E. Vacuum clean substrate. 
 
 
3.3 INSTALLATION 
 

A. General Installation: 
1. Install carpet in accordance with manufacturer’s instruction. 
2. Install carpet tight and flat on subfloor, well fastened at edges, with a uniform appearance. 

 
B. Installation on Stairs: 

1. Install carpet on stairs with the run of the pile in opposite direction of anticipated traffic to avoid 
peaking of backing at nosings. 

 
 
3.4 FIELD QUALITY CONTROL 
 

A. Section 01450 - Quality Control:  Field inspection. 
 

B. Inspect carpet and base installation, seaming, pattern, layout, and attachment to substrate. 
 
 
3.5 CLEANING AND PROTECTION 
 

A. Comply with CRI 104, Section 15 - Protection of Indoor Installation, and manufacturer’s recommended 
cleaning procedures. 

 
B. Section 01700 - Execution Requirements:  Cleaning and protection of installed work. 

 
C. Remove and dispose of debris and unusable scraps daily. 

 
D. Vacuum carpet using commercial machine with face-beater element.  Remove spots, according to 

manufacturer’s recommendations, and replace carpet where spots cannot be removed.  Remove any 
protruding face yarn using sharp scissors. 

 
 
 
 

END OF SECTION 
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TAYLORSVILLE LIQUOR STORE 
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2.2 CARPET SQUARES 
 

A. Carpet: 
1. Manufacturer: Shaw Contract Group. 
2. Style/Color: “Asteroid”, number 59326 or as selected by  
  owner. 
3. Size: 24” x 24”. 
4. Construction: Loop. 
5. Dye Method: Solution and yarn dyed. 
6. Fiber Product: 55% ECO SOLUTION Q PREMIUM BRANDED 
  NYLON – 45% YARN DYED BCF NYLON. 
7. Protective Treatments: antistatic, ssp Shaw soil protection, florsept 
  antimicrobial. 
8. Primary Backing: Synthetic. 
9. Secondary Backing: Ecoworx. 

10. Gauge: 1/10. 
11. Face Weight: 24 oz. 
12. Stitches per inch: 09.83. 
13. Finished Pile Thickness: 0.099. 
14. Average Density: 8,727 ozs./yd. 
15. Flammability: ASTM E-648 flooring radiant panel class 1,  

 ASTM E-662 NBS smoke chamber less than  
   450. 
16. Electrostatic Propensity: Less than 3.5 KV, permanent conductive 
  filament. 
17. Warranty: Lifetime commercial limited warranty for  
  Ecoworx tile backing system. 
18. Recommended Installation: Monolithic. 
19. Post Consumer Recycled Content: 0. 
20. Post Industrial Recycled Content: 37.4. 
21. Green Label Certification #: 59269968. 
22. Green Label Plus Certification #: GLP9968. 

 
 
2.3 CARPET ACCESSORIES 
 

A.  Adhesives:  As recommended by carpet manufacturer. 
 
B.  Metal Edge Strips:  Extruded aluminum with mill finish of width shown, of height required to protect 

exposed edge of carpet.  Use maximum lengths to minimize running joints. 
 

 
 
PART 3  EXECUTION 
 
 
3.1 EXAMINATION 
 

A. Section 01700 - Execution Requirements:  Verification of existing conditions before starting work. 
 

B. Verification of Conditions:  Verify that field measurements, surfaces, substrates and conditions are as 
required, and ready to receive Work. 

 
C. Report in writing to Architect prevailing conditions that will adversely affect satisfactory execution of the 

Work of this Section.  Do not proceed with Work until unsatisfactory conditions have been corrected. 



DEPARTMENT OF ALCOHOLIC BEVERAGE CONTROL 
TAYLORSVILLE LIQUOR STORE 
 

 
  
 
CARPET  09680 - 2 

 
 C. Storage areas shall be secure and dry with temperatures maintained above 65 degrees F at all times. 
 
 D. Remove carpet from its packaging and allow to acclimatize to area of installation 24 hours before 

application. 
 
 
1.6 PROJECT CONDITIONS OR SITE CONDITIONS 
 
 A. Environmental Requirements:  Do not install carpet unless a constant temperature of at least 65 degrees 

F. is maintained for 72 hours before, during and 48 hours after application in all areas to receive 
carpeting. 

 
 
1.7 WARRANTY 
 

A. Section 01700 - Closeout Submittals:  Procedures for closeout submittals. 
 

B. Carpet Manufacturer's Warranty: 
1. Submit a written Warranty, signed by carpet manufacturer and carpet installer agreeing to repair or 

replace carpet that does not meet requirements or that fails in materials or workmanship, including, 
but not limited to, the following: 
a. Delamination. 
b. Static. 
c. Edge ravel. 
d. Wear. 
e. Tuft bind. 

2. Warranty Period:  5 years. 
 
 
1.8 MAINTENANCE 
 

A. Section 01700 - Closeout Submittals:  Procedures for closeout submittals. 
 

B. Extra Materials:  At completion of installation, deliver to contracting Officer. 
1. Usable pieces of excess of each color and pattern. 
2. Minimum Size:  24 inches x 24 inches. 
3. Securely wrapped and legibly labeled with type, color, and location installed. 

 
C. Maintenance Data:  Maintenance procedures, recommended maintenance materials, and suggested 

schedule for cleaning. 
 
 
 
PART 2  PRODUCTS 
 
 
2.1 MANUFACTURERS 
 

A. Subject to compliance with Project requirements, manufacturers offering Products which may be 
incorporated in the Work include the following: 
1. Shaw Contract Group. 

 
B. Section 01600 - Material and Equipment:  Product options and substitutions.  Substitutions:  Not 

Permitted. 
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SECTION 09680 - CARPET 
 
 
 
PART 1  GENERAL 
 
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Carpet. 
2. Accessories. 

 
B. Related Documents:  The Contract Documents, as defined in Section 01010 - Summary of Work, apply to 

the Work of this Section.  Additional requirements and information necessary to complete the Work of this 
Section may be found in other documents. 

 
 
1.2 REFERENCES 
 

A. American Society for Testing and Materials (ASTM): 
1. ASTM E 648 - Test Method for Critical Radiant Flux of Floor-Covering Systems Using a Radiant 

Heat Energy Source. 
 

B. Carpet and Rug Institute (CRI): 
1. CRI 104 - Standard for Installation of Commercial Textile Floorcovering Materials. 

 
C. National Fire Protection Association (NFPA): 

1. NFPA 253 - Test for Critical Radiant Flux of Floor Covering Systems. 
2. NFPA 258 - Standard Research Test Method for Determining Smoke Generation of Solid Materials. 

 
 
1.3 SUBMITTALS 
 

A. Section 01300 - Submittal Procedures:  Procedures for submittals. 
1. Product Data:  Data on specified products, describing physical characteristics and method of 

installation. 
 
 
1.4 QUALITY ASSURANCE 
 
 A. Installer Qualifications:  Company specializing in installing work of this Section with minimum 5 years 

documented experience. 
 
 B. Regulatory Requirements:   

1. NFPA 253 Critical Radiant Flux in Accordance with ASTM E 648:  Class 1. 
2. NFPA 258 NBS Smoke Chamber:  Less than 450 flaming mode. 

 
 
1.5 DELIVERY, STORAGE AND HANDLING 
 

A. Section 01600 – Materials and Equipment:  Transport, handle, store, and protect products. 
 

B. Deliver carpet in original mill wrappings with register number marked on each bale. 




